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Photogravure

Full Service from a single source

From consumables up to technical

equipment – we provide you with a

comprehensive offer and supply

everything from one source.

International support and training

In the frame of international workshops

we pass on our knowledge. We advice

and coach our customers and are their

competent partner not only in Europe, but

also in Russia and the African continent.

We are your Assistant

Harke Imaging prepares exposure drafts and

photo realistic finished masks for you.
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Gravure films

Expose - Apply - Sand Carving

Inverse effekt
(the areas exposed will discolour)

High detail fidelity

No wash-out and drying process

RapidMaskTM  –  No wash out necessary

Self-adhesive, photo-technique film for processing flat

surfaces. No wash-out necessary!

RapidMaskTM is the latest film within the HARKE Imaging products.

It offers the most user-friendly method to finish flat surfaces.

Our long-time customers as well as newcomers are enthusiastic

about this film. Time saving and high detail fidelity speak for it.

The areas to be satined will change colour during the exposure so

that no faulty area can be overseen anymore.

RapidMaskTM is available in thicknesses of 50 and 100 μm.

The pressure at injection systems should add-up to 0.75 – 1 bar

per mm nozzle size.

The grain size of the abrasive should be between 150 – 280 mesh.

Storage

Keep the material dark and dry at a temperature between 15 to

20°C.
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Photogravure

Gravure films

APM PLUS  –  Strong adhesion

Self-adhesive, photo-technique film for processing concave

and safety glass

APM PLUS is especially suitable for processing glass.

APM PLUS should always then be applied when processing

concave glass as for instance drinking glasses, vases, etc. Its

flexible structure can very well be adjusted to bellied forms.

APM PLUS is especially suitable for sand carving safety glass - for

instance glass doors or automotive windows - because grain size

finer than 280 mesh can be used. So the glass surface can be

engraved selectively without endangering the stability of the

glass.

APM PLUS is available in thicknesses of 75 and 125 μm.

The pressure at injection systems should add-up to 0.3 – 0.5 bar

per mm nozzle size.

The grain size of the abrasive should be between 150 – 400 mesh.

Storage

Keep the material dark and dry at a temperature between 15 to

20°C.

Strong adhesion

High detail fidelity

Easy to remove

Applicable for the engraving
of safety glass
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Gravure films

APM R3  –  Reposition possible

Self-adhesive, photo-technique film for processing concave

and safety glass

APM R3 is especially suitable for processing flat glass, stone and

metal plates.

APM R3 had especially been developed to produce repositionable

sandblasting masks. The material does not immediately stick and

so can easily be exactly positioned. The adhesive contained in the

special APM R3 emulsion will only become active after having

absorbed humidity.

APM R3 is especially suitable for the sandblasting engraving of

safety glass as e.g. glass doors or automotive windows because

a grit finer than 280 mesh can be used. So the glass surface can

be engraved selectively without endangering the stability of the

glass.

Presently APM R3 is available in the thickness of 75 μm.

The pressure at injection systems should add-up to 0.3 – 0.5 bar

per mm nozzle size.

The grain size of the abrasive should be between 220 – 400 mesh.

Storage

Keep the material dark and dry at a temperature between 15 to

20°C.

Easy positioning

High detail fidelity

Quickly to wash-out

Easy to remove

Applicable for the engraving
of safety glass
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Photogravure

Gravure films

Ultra Vinyl  –  For the deep gravure

Self-adhesive, photo-technique film for processing stone and

metal. This film is applicable with a grit size of 60 to 120 mesh.

Ultra Vinyl can withstand more pressure than most of the other

sand blasting films produced by HARKE Imaging.

This film is mainly been used by stone cutters and glaziers at relief

graving.

Ultra Vinyl is available in the thickness of 250 μm.

The pressure at injection systems should add-up to 1 – 1.5 bar per

mm nozzle size.

The grain size of the abrasive should be between 60 – 120 mesh.

Storage

Keep the material dark and dry at a temperature between 15 to

20°C.

Self-adhesive

Applicable from 60 to 120 mesh

High detail fidelity

Extremely durable
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Gravure films

APM ProRed  –  For 3D applications

A highly durable, photo-technique film for processing stone

and metal

APM ProRed especially distinguishes by its insensitivity against

high humidity and its high durability during sand carving.

This film is primarily used with stone engraving, and also relief is

possible.

APM ProRed is not self-adhesive and therefore should be used

with our water soluble Application Adhesive. Firstly the etch primer

for this special film is accomplished with the liquid adhesive. Any

material whether polished or unpolished can so be processed.

APM ProRed conforms almost to any surface because of its

flexible structure.

APM ProRed is available in the thicknesses of 75, 125 μm and, if

required, also in 250 μm.

The pressure at injection systems should add-up to 0.5 – 0.75 bar

per mm nozzle size.

The grain size of the abrasive should be between 100 – 220 mesh

depending on the adhesive / film thickness.

Storage

Keep the material dark and dry at a temperature between 15 to

20°C.

Applicable at high humidity

High detail fidelity

Easy to remove

High durability
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Photogravure

Gravure films

APM ProRed  –  For 3D applications

A highly durable, photo-technique film for processing stone

and metal

APM ProRed especially distinguishes by its insensitivity against

high humidity and its high durability during sand carving.

This film is primarily used with stone engraving, and also relief is

possible.

APM ProRed is not self-adhesive and therefore should be used

with our water soluble Application Adhesive. Firstly the etch primer

for this special film is accomplished with the liquid adhesive. Any

material whether polished or unpolished can so be processed.

APM ProRed conforms almost to any surface because of its

flexible structure.

APM ProRed is available in the thicknesses of 75, 125 μm and, if

required, also in 250 μm.

The pressure at injection systems should add-up to 0.5 – 0.75 bar

per mm nozzle size.

The grain size of the abrasive should be between 100 – 220 mesh

depending on the adhesive / film thickness.

Storage

Keep the material dark and dry at a temperature between 15 to

20°C.

Photoresists at a glance

RapidMaskTM

APM Plus

APM R3

UltraVinyl

APM ProRed

150 - 400 mesh

150 - 360 mesh

220 -360 mesh

60 - 150 mesh

150 - 220 mesh

Proposal for Grit Water Soluble?

limited

limited

PRODUCT NAME

RapidMaskTM

APM Plus

APM R3

UltraVinyl

APM ProRed

Applicable at flat
surfaces?

Selfadhesive?

limited to bad

limited to bad

especially good

PRODUCT NAME Applicable on bellied or
structured surfaces?
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Inkjet film

AccuArt2  –  Inkjet film

AccuArt2 – the water resistant premium inkjet film

Now an inkjet film is available that had especially been developed

for processing highly translucent exposure drafts. This film is

available in A4 and A3 sheets. If required, we can also make

special sizes available.

AccuArt2 – the water resistant premium inkjet film can be

used with dye-based-, pigment - and chrome ink. In case you

need help with your printer set-up, do not hesitate and ask us,

we shall assist you with detailed information.

Application

This film features only one printable side that is slightly sticky.

If you use AccuArt2 in form of sheets, you should feed your

printer only with one sheet at a time because sheets might

stick together.
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Photogravure

Adhesives

BrushOn  –  for Glass

Liquid adhesive BrushOn

BrushOn is a powerful and water soluble liquid adhesive that

simplifies the cleaning of the material after sand blasting.

Adhesive residues can easily be removed with cold or warm

water.

Application

Our liquid adhesives can be applied in different ways with 

help of a

- Rubber Roll

- Sponge or paint brush

- AirBrush

Adhesive Application with a Rubber Roll

A rubber roll (can be bought at a do-it-yourself store), with 

which the adhesive can smoothly be applied, is especially well

suitable on flat glass. The adhesive is so applied onto the 

object with a uniform thickness which takes care of an even 

satinizing afterwards.

Adhesive Application with a Sponge or Paint Brush

We recommend to use a sponge or paint brush for the

application on concave objects. Please pay attention not to

apply the adhesive too thick and uneven for this would cause

a strong uneven matting of the glass after sand blasting.

Adhesive Application with an AirBrush

Dilute the adhesive with isopropyl alcohol in order to be able 

to atomize it with an AirBrush. Ratio 1 : 1! Now you can be-

dew the area with the required adhesive quantity.

Note

The adhesive is milky white when wet, 

and crystal clear when dry.

The mask should only be applied after 

the adhesive has dried. Otherwise it 

would be impossible to remove the 

protective layer of the mask.
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Film adhesive

Application Adhesive  –  for stone

Liquid Application Adhesive

Application Adhesive as well is an effective water soluble liquid

adhesive for which, when using it, no cleaning of the material 

after sand blasting is necessary. Adhesive residues can easily be

removed with cold or warm water.

Application

Our liquid adhesives can be applied in different ways with help of a

- Rubber Roll

- Sponge or paint brush

- AirBrush

Adhesive Application with a Rubber Roll

A rubber roll (can be bought at a do-it-yourself store), with 

which the adhesive can smoothly be applied, is especially well 

suitable on flat glass. The adhesive is so applied onto the object 

with a uniform thickness which takes care of an even satinizing

afterwards.

Adhesive Application with a Sponge or Paint Brush

We recommend to use a sponge or paint brush for the applica-

tion on bellied objects. Please pay attention not to apply the

adhesive too thick and uneven for this would cause a strong

uneven matting of the glass after sand blasting.

Adhesive Application with an AirBrush

Dilute the adhesive with isopropyl alcohol in order to be able to

atomize it with an AirBrush. Ratio 1 : 1! Now you can bedew 

the area with the required adhesive quantity.

Note

The application adhesive is milky 

white when wet, and crystal clear 

when dry. The mask should only 

be applied after the adhesive has 

dried. Otherwise it would be im-

possible to remove the protective 

layer of the mask.
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Photogravure

Technical Equipment

Technical Equipment

Further to the before mentioned products we can offer all the 

equipment for am optimum processing it the gravure filmas.

We attach great importance to exclusively offer you proved equip-

ment, that had been arranged by us on basis of a longterm experi-

ence and that clearly set apart from other systems.
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Sandblasting Kits

Starter Kit

This starter kit serves best to test our products.

In case you want to test our sandblasting system, this 

set is the right choice.

The starter set contains the following articles:

	 A small sand blasting cabin, 90 l including pistol 		
	 and suction

	 A small exposure (16 x 25 cm) without vacuum

	 10 sheets RapidMask HD (21 x 30 cm)

	 10 sheets AccuArt2 (21 x 30 cm)

	 25 kg high-quality abrasive
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Photogravure

Sandblasting Kits

Profi Kit

This set serves best to test our products and

yet be able to work photo realistically.

This system is especially suitable to produce photo realistic

engraving with no high investment costs.

The Standard Kit contains the following articles:

	 A small sand blasting cabin 90 l including pistol
	 and suction

	 An exposure Type Hellas (57 x 30 cm) with vacuum

Note:
This exposure is a premium machine that
furnishes you with a solid basis for the successful use
of our sand blasting products.

	 10 sheets (21 x 30 cm) RapidMaskTM HD (21 x 30 cm) 50 μm

	 10 sheets AccuArt2 (21 x 30 cm)

	 25 kg high-quality abrasive
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Sandblasting Kits

Master Kit

This set has especially been arranged by us for the industrial

engraving of smaller articles.

The TrophyMaster Kit is especially well suitable for engraving

large number of pieces. The engraver sits in front of the cabin and

can so load it from the front through a cut-out. So one can forget

the time consuming and dusty opening of the total cabin.

The UV-vacuum exposure Type Hellas enclosed to the set offers

an exposure area of 60 cm x 30 cm and is constructed for a longterm

durability. Because of its high quality this equipment is also

used for the exposure of PCBs (printed circuit boards).

The TrophyMaster set contains the following articles:

	 A sand blasting cabin TrophyMaster including suction

	 A UV- vacuum exposure machine Type Hellas

	 Exposure area of 57 cm x 30 cm

	 100 sheets AccuArt2 InkJet film (21 x 30 cm)

	 1 roll RapidMask 50 μm (0.31 x 7.5 m)

	 1 roll RapidMask 100 μm (0.31 x 7.5 m)

	 50 kg fine high-quality abrasive
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Photogravure

Exposure Units

Exposure unit Hellas

High precision vaccum exposure unit for the exposure 

of our films.

Technical Data

	 6 super actinic lamps at 20 W, set upon a special
	 reflector, achieve a shadowless, constant lighting of
	 the whole exposure size of 570 to 300 mm.

	 This machine has a very strong superior performance
	 pump.

	 Line resolution < 10 μm

	 Digital timer (1 second - 99 minutes) with count down,
	 memory and alarm function.

	 Maintenance-free steel construction

	 Measures (W x D x H): 62 x 65 x 24 cm

	 Weight: 40 kg

	 Terminal: 230 V, 50 Hz, approx. 800 W

Exposure unit Helios

The exposure unit Helios is the “big brother” of the

exposure unit Hellas and allows the user to handle 

larger motives.

Technical Data

	 5 exposure times adjustable

	 12 super actinic lights à 20 W on each side

	 Up to 0.9 bar vacuum!

	 Measures: 90 x 83 x 28 cm

	 Possible sizes: 85 x 52 cm

	 Terminal: 230 Volt, 50 Hz, 1600 Watt
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Laminator

Laminator 400

Technical Data

	 Laminating size maximal 400 mm

	 Transport size maximal 440 mm

	 Laminating speed: continuos

	 Resist rolls: breaking is possible

	 Laminating pressure: manually adjustable

	 Temperature range: 20 - 199 °C, digitally adjustable

	 Power terminal: 230 V, 50 Hz / 2 kW

	 Weight: 38 kg

	 External dimensions: 69 x 63 x 57 cm

The Laminator 400 is a powerful dry-resist laminator that 

has especially been tested for the application of our films 

such as RapidMaskTM, APM Pro Red, APM R3 and Ultra-

Vinyl.

Special features

	 Ouick clamp device for all common photo-resist rolls,
	 extra large rolls included

	 Removable breaking-in

	 Roller table - continuos transport speed

	 Electric heatable pressing roller

	 Separate laminating indention for a wrinkle-free
	 lamination

	 Digitally adjustable roller temperature with a digital
	 actual value
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Photogravure

Further Technique

Further Technique

Squeegee incl. pressure roll

Wash-out box    (25 l-Tank)

Technical Data

	 Exterior dimensions: 

	 Width 600 mm x Height 650 mm x Depth 350 mm

High pressure pump    (manuel operated)

Technical Data

	 max. 1015 psi / 70 bar

Sand carving pistol   (for field work)

Technical Data

	 S P-1 Profi

APM film dryer  (max. film dimension: 590 x 545 mm)

	 4 slots / fences

	 2 temperature grades (1000 / 2000 Watt)

	 programmable
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Workshops

Workshops

HARKE Imaging Workshops: Our Services – Your success

The professional handling of our products is the basis for 

your success. Our workshops do not only give you the op-

portunity to test the Harke Imaging products before buying 

those, but also support you to achieve the results requi-

red, and moreover present many proposals for the motive 

choice, support with the design and information on product 

innovations.

The participants of our workshops (max. 12 persons) are 

trained in the field of decorative and technical sandblasting 

engraving.

An important part of these workshops is the training of our 

customers in the usage of the software “Coral Graphic Sui-

te” which will enable them to independently create sand-

blasting motives. As this subject is very extensive, separate 

intensive courses will be held (max. 8 participants) during 

which you may deepen your knowledge.

All the workshops take place at our training 

centre in Bochum.

You are always very welcome.

Please ask for the actual dates:

www.harke.com or imaging@harke.com

Harke Imaging prepares exposure drafts and

photo realistic finished masks for you.

Rent Our Lab

You need our rooms and our technical equip-

ment? We support companies that are still 

being in the process of foundation and are 

interested in sandblasting. We would like to 

make our rooms and the required equipment 

available for testing.
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Photogravure

Product Overview

Sandblasting products

A	 AccuArt2	 S.12

	 Adhesive	 S.14

	 APM Film dryer	 S.21

	 APM Plus	 S.7

	 APM ProRed	 S.10

	 APM R3	 S.8

B	 Brush On	 S.13

E	 Exposure Unit „Hellas“	 S.19

	 Exposure Unit „Helios“	 S.19

G	 Gravure films	 S.6

H	 High pressure pump	 S.21

L	 Laminator 400	 S.20

M	 Master Kit	 S.18

P	 Profi Kit	 S.17

R	 RapidMask™	 S.6

S	 Sand carving pistol	 S.21 

	 Starter Kit	 S.16

	 Squeegee	 S.21

U	 Ultra Vinyl	 S.9

W	 Wash-out box	 S.21
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